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Abstract. In this research, the implementation of simultaneous trilateration to measure
three-dimensional, dynamic computer-numerically controlled (CNC) contours using the laser
ball bar was investigated. The motivation behind this work is the desire to perform rapid,
pre-process verification of CNC part paths without machining a test part. This reduces scrap
and increases process efficiency. A prototype simultaneous trilateration laser ball bar
(STLBB) system was designed, constructed and tested. Verification testing of the STLBB
system was also completed. This investigation was composed of two parts: (i) comparisons
between dynamic, two-dimensional paths measured both with the STLBB system and with an
optical grid encoder; and (ii) static and dynamic reproducibility evaluation. Good agreement
between the STLBB system and independent measurement devices provided authentication
of the STLBB measurement capabilities. Once the validity and reproducibility of the STLBB
system as a dynamic measurement tool had been confirmed, several three-dimensional CNC
contour measurements were performed at micrometre-level accuracy.

Keywords: spatial coordinates, linear displacement interferometer, laser ball bar,
simultaneous trilateration, dynamic contouring accuracy

1. Introduction

Computer-numerically controlled (CNC) multiple-axis
machine tools are an essential component of modern
manufacturing. As the requirements for accuracy and
process efficiency increase, so do the demands for rapid and
precise measurements of the three-dimensional motions of
the machine tools.

The topic of modelling and prediction of machine-tool
accuracy is not new and many volumes of high-quality
research have been published. Two prevalent methods for
the capture of experimental data have been described in
this past work; namely static and dynamic data collection.
For the most part, national and international standards for
the geometrical calibration of machine tools have adopted
methods of static measurement (i.e., the machine axis is
stopped at regular or random intervals, the machine dynamics
are allowed to settle and then several measurements are
taken to average out machine noise). Dynamic measurement
techniques are more common in spindle analysis (e.g. the
‘grease pencil test’ for the measurement of axis-of-rotation
errors [1]), although recent work has also investigated
the adaptation of dynamic measurements to geometrical
calibration [2, 3].

The focus of this work is on the design, construction and
testing of a sensor (the simultaneous trilateration laser ball

bar system) which can perform dynamic, three-dimensional
measurements of CNC contours to micrometre accuracy.
These measurements are performed at the tool point in
an attempt to close the otherwise open-loop mode in
which machine tools operate (i.e., although the positions of
the individual axes are servo-controlled, the actual spatial
coordinates of the tool or end effector are unknown). This
method differs from the geometrical calibration of machine
tools, which measures the individual errors along each
machine axis (three translational, three angular) and the
squareness error(s) between the axes. These errors (21 for
a three-axis machine tool) are then used as the input to a
kinematic model (composed of a series of homogeneous
transformation matrices (HTMs)) which is used to predict
the tool-point errors. A thorough discussion of HTMs and
kinematic modelling of machine tools can be found in [4].
The reader is also referred to [10] for a rigorous description of
the methodology used to predict the geometrical positioning
performance of machine tools.

The pre-process measurement of actual multi-axis
contours would permit rapid verification of CNC part
programs without the necessity of machining a test part.
This reduces scrap and increases the manufacturing process
efficiency, especially in situations in which the duration
of machining is high and material is expensive (e.g.
the aerospace industry). The data obtained from the
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Figure 1. The laser ball bar.

Figure 2. The LBB optics package.

3D measurements are also useful for the evaluation of
the controller performance during contouring and the
measurement of the relative contributions both of quasi-
static positioning errors and of controller errors to the part
dimensional errors.

2. A description of the sensor

The simultaneous trilateration laser ball bar (STLBB) system
is based on the laser ball bar (LBB), a precision linear-
displacement-measuring device developed at the University
of Florida by Ziegert and Mize [5]. It consists of a two-
stage telescoping tube with a precision sphere mounted
at each end. See figure 1. A heterodyne displacement-
measuring interferometer is aligned inside the tube and
measures the relative displacement between the two sphere
centres. The heterodyne signal (He–Ne, two-frequency
laser light) is carried from a frequency-stabilized laser head
to the Michelson-type interferometer by a single-mode,
polarization-maintaining (SMPM) fibre. At the LBB, a local
reference is generated in order to eliminate cable-induced

phase shifts (e.g. mechanical or thermal deformations) in
the SMPM fibre. The local reference and measurement
signals are carried to the phase-measuring electronics (after
passing through a polarizing filter oriented at 45◦ to the
two orthogonal frequencies to provide interference) via
two multi-mode (MM) optical fibres. The final linear
displacement is calculated by taking the difference of the
measurement and local reference signals. The LBB has been
shown to be accurate to sub-micrometre levels during static
measurements [6].

Figure 2 displays the optics package located in each
LBB. The 4 mm diameter input laser beam is shown on the
lower right-hand side of the top view. This beam is split
into two components by the non-polarization beam splitter
(NPBS). The transmitted portion (approximately 15%) is
routed around the set-up (via prisms 1 and 2) through
a polarizing filter oriented at 45◦ to the two orthogonal
polarizations in the heterodyne signal. The two frequency
components then interfere at the polarizing filter. The
interference signal is carried by a MM fibre to a photodetector,
where the electronic local reference signal is generated. The
portion reflected from the NPBS travels to the Michelson
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Figure 3. The LBB initialization procedure.

interferometer. At the polarization beam splitter (PBS), the
vertical, ‘s’, polarization is reflected and the horizontal, ‘p’,
polarization is transmitted. The linearly polarized ‘p’ light
then passes through a quarter-wave plate (QWP), orientated
at 45◦ to the ‘p’ polarization, which converts the polarization
state to circular. After three internal reflections within
the retroreflector, the light returns parallel (and coaxial)
to itself and passes once again through the QWP. The
circular polarization state is now transformed into a linear
one, but now the polarization vector is rotated by 90◦ with
respect to the original orientation (a 180◦ relative phase shift
between the electrical and magnetic fields has occurred). The
light returning from the reference retroreflector is therefore
functionally ‘s’ light and is reflected at the PBS.

The ‘s’ light originally reflected by the PBS follows an
analogous path, except for the 90◦ turn imposed by total
internal reflection in prism 3 (attached to the corresponding
QWP). When the two light beams (with some relative
Doppler phase shift) recombine at the PBS and pass
through the polarizing filter (oriented at 45◦ to either linear
polarization), they also interfere and are carried to the
measurement photodetector (again on a MM fibre). Any
phase change in the local reference signal is then subtracted
from the measurement signal by the system electronics in
order to obtain the final measurement signal, which represents
the actual retroreflector motion.

Because the linear-displacement interferometer is able
to measure changes only in displacement, not in absolute
distance, each LBB must be initialized in order to determine
the sphere-centre-to-sphere-centre length prior to use. The
initialization procedure is composed of three steps. First, the
LBB is placed between sockets 1 and 2 of the initialization
fixture and the displacement counter zeroed. Next, the
LBB is extended from socket 2 to socket 3 and the
displacement recorded. This displacement is the distance
between sockets 2 and 3. Finally, the LBB is placed between
sockets 2 and 3 and the length of the LBB initialized to the
previously recorded displacement. See figure 3. The entire
procedure takes approximately 1 min, so any length changes
in the initialization fixture due to thermal fluctuations are
minimized.

Once it has been initialized, the LBB uses trilateration
to measure the spatial coordinates of points along a CNC
part path. The six edges of a tetrahedron formed by three
base sockets (rigidly attached to the machine table) and a
tool socket (mounted in the spindle) are measured and, by
geometry, the spatial coordinates of the tool position in the
LBB coordinate system are calculated. The three lengths
between the three base sockets (LB1, LB2 andLB3) shown
in figure 4 are measured once and remain fixed during the
motion of the tool socket. These lengths are measured by
extending the LBB between two adjacent base sockets and
recording the LBB length (for example,LB1 is the length
measured between base sockets 1 and 2). Because the
base sockets are fixed to the machine table, it suffices to
measure the three base lengths once (typically prior to the
measurement of the three base-to-tool socket lengths).

The three base-to-tool socket lengths (denotedL1, L2

andL3 in figure 4) are measured during execution of the
applicable CNC part program. Once the coordinates in the
LBB frame have been determined, they may be transformed
into machine coordinates using the HTM between the LBB
and machine coordinate systems. This HTM is obtained
through an independent measurement using the STLBB
system. (See appendix A.) Of particular interest is the
fact that the measurement procedure requires no tedious
alignment with the machine-tool axes of motion. The only
requirement for the base-socket placement and numerically
controlled contour programming is that no measurement
point may lie outside the STLBB system work volume.

Previous research using the LBB has focused on
sequential trilateration and quasi-static measurements (i.e.,
motion is stopped to perform the base-to-tool socket-length
measurements) [7, 8]. In sequential trilateration, the same
part path is traversed three times, measuring the lengths of one
base-to-tool socket leg at a number of static points during each
repetition. The set-up for sequential trilateration is shown
in figure 5. This method requires a spatially reproducible
measurement trigger since the tool socket must be in exactly
the same position (for a given point) for each of the
three measurements. When quasi-static measurements are
performed, the machine reproducibility governs the accuracy
of the measurement trigger and, therefore, the measured
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Figure 4. The trilateration tetrahedron.

coordinates. For most machine tools, the short-term static
reproducibility is substantially better than the absolute
positioning accuracy and this process yields satisfactory
results. However, for dynamic path measurements, it is
difficult to implement a spatially reproducible measurement
trigger.

This research focuses on simultaneous trilateration,
whereby three LBBs ride on a single precision sphere at the
tool point to completely define all three base-to-tool socket
lengths with one execution of the CNC program. Since
all three leg lengths are captured at once, the measurement
trigger need not be spatially reproducible and this method
is better suited to dynamic measurements. See figure 6.
In previous work, the feasibility of using the LBB as a
dynamic measuring device was demonstrated [9]. Sequential
trilateration was implemented to measure the coordinates of a
dynamic 2D circular contour using one LBB and the encoder
feedback signal as a measurement trigger. Measurements
obtained using an independent device verified the LBB
results.

Figure 7 shows a closer view of the spherical joint
(located at the tool socket) which supports the three LBBs
during simultaneous trilateration. Simultaneous trilateration
requires that the axes of the three LBBs meet at a single point
which coincides with the tool point (to minimize Abbé offset
errors). During the execution of a CNC part program, the
coordinates of the tool point are measured at closely spaced
intervals along the path to define the contouring accuracy.
Because the spatial coordinates of the tool point vary, both
the lengths of the individual LBBs and the angles between
the LBBs change. This calls for a joint which provides three
independent angular degrees of freedom while prohibiting
relative translations between the end points of each of the
three LBB axes (e.g. a spherical joint).

For this research, the tool socket joint was attached to
the machine spindle at a typical tool offset by a stiff bracket
(approximately 1µm deflection under maximum loads)
mounted on a standard tool holder. The spindle was then

locked against possible rotation during the measurements.
One of the LBBs was attached to the grade 5, 38.1 mm
diameter tool sphere by a removable threaded stud and three-
point contact, while the other two were held in place by
neodymium magnets mounted in three-point contact sockets.
The three-point kinematic mounts were necessary to ensure
that the location of the intersection of the three LBB axes
(ideally at the sphere geometrical centre) did not change
as the angular orientation of the LBBs varied during path
motion.

During initial dynamic testing, it was observed that,
under high accelerations, the two LBBs attached with the
neodymium magnets tended to tip off the sphere rather than
slide around it due to there being insufficient attractive force.
The maximum magnet size was constrained by interference
between adjacent LBBs during motion. Therefore, the spring
aid assembly was implemented. This device applied an axial
force through the approximate sphere centre while providing
the necessary (spherical) degrees of freedom.

3. The verification of the sensor

The first step in the verification of this sensor was to compare
the STLBB results with those of an independent sensor under
the same measurement conditions. Ideally, a verification
device which could measure the same 3D dynamic contours
as the STLBB system would be selected. However, the
closest match to this 3D dynamic requirement was provided
by an optical grid encoder, which is capable of 2D dynamic
measurements. The grid encoder used in this research was
provided by the Heidenhain Corporation.

The Heidenhain KGM 101 grid encoder is composed of
a grid plate (140 mm diameter) with a waffle-type grating of
closely spaced lines (4µm signal period) and a non-contact
scanning head which is able to measure translations in two
directions. The optical grid plate is attached to an aluminium
mounting base. This base is mounted in the plane to be
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Figure 5. Sequential trilateration.

Figure 6. Simultaneous trilateration.

measured (on anX–Y table for instance) and the scanning
head is fixed perpendicular to the plate (e.g. on theZ axis
attached to the spindle). This system measures the relative
planar motion of the two bodies for any curvilinear path in
the plane of the mounting base with a resolution of 4 nm
and to within an accuracy of±2µm. The recorded motions
allow the user to observe the dynamic effects of the machine
tool’s performance on 2D CNC tool paths. Figure 8 shows
the Heidenhain set-up used for the 2D measurements. The
STLBB system set-up for the verification measurements can
be seen in figure 6. Note that the measurement point is
on the spindle centreline with the sameZ direction offset
for both experimental set-ups. Therefore, geometrical error
variations within the work volume will not introduce a relative
difference (due to an Abb́e offset) between the measurements.
Additionally, the CNC programs both for the STLBB tests
and for the Heidenhain tests were executed from the same
starting coordinates so, again, any geometrical variations
within the machine tool’s work volume would be minimized.
Finally, the part programs were run in the same order from a

cold machine state to minimize thermal deviations between
the two sets of tests.

Several planar contours were selected to be measured
both with the Heidenhain grid encoder and with the STLBB
system. These contours and the pertinent dimensions are
summarized in figure 9. The data gathered from the
Heidenhain measurements were adequate to fully verify
the STLBB measurements on the basis of the following
three-point argument. First, the STLBB system requires
no special alignment of its axes with the machine tool’s
coordinate system and, in general, they are not aligned.
Second, although the commanded path is in two dimensions
with respect to the machine tool, the spatial coordinates
of this path lie in three dimensions in the STLBB system.
(The positions in the machine’s coordinate system are
then transformed using a rotation matrix obtained by an
independent LBB measurement to give the final 2D results in
machine coordinates.) Third, a typical contour will require
extension or contraction of all three individual LBBs, a
rotation of the LBBs within their respective sockets (a change
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Figure 7. The tool-socket joint.

Figure 8. The Heidenhain grid-plate set-up.

in angular orientation) or both. Therefore, even though the
commanded path lies in two dimensions in a coordinate frame
external to the STLBB system, the path experienced by the
STLBB system and the required motions of the individual
LBBs are three dimensional in nature.

Comparisons between the Heidenhain and STLBB
measurements will now be presented. Each of the six
verification contours (angle, step, sultan, square, triangle
and circle) will be discussed separately in the following
paragraphs. All paths were executed at constant accelerations
(i.e. trapezoidal velocity profiles) of 0.98–4.91 m s−2

with feed rates in the range 889–1778 mm min−1 (35–
70 inches min−1). Additionally, a small motion in the positive
X andY directions was commanded prior to the execution of
each CNC contour in order to minimize the effects of possible
reversal errors in each axis and a nominal temporal sampling
frequency of 1 kHz was employed.

3.1. The angle path

The angle path includes motions in theX–Y plane which
require linear interpolation in the two axes simultaneously.
Figure 10 shows a comparison between the Heidenhain
grid plate and STLBB measurements for a feed rate of
889 mm min−1 and an acceleration of 0.98 m s−2. Only the
cornering portion of the path is shown, in order to enhance the
viewing resolution. Figure 11 exhibits the two measurements
for a feed rate of 1778 mm min−1 and an acceleration of
4.91 m s−2.

This path aids in the tuning of the servomotors on
machine tools. The measured response (e.g. an undershoot
or overshoot) can be used to set the individual axis gains.
For the machine tool used in this research, a difference in
the gain between theX and Y axes caused a steady-state
positional error. Therefore, the actual contour is spatially
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Figure 9. STLBB verification contours.

Figure 10. An angle-path comparison (889 mm min−1,
0.98 m s−2).

offset from the commanded contour during constant-velocity
motion. Because this error is proportional to the commanded
feed rate, the offset in figure 11 is seen to be larger than that
in figure 10.

3.2. The step path

The step path includes linear interpolation in theX andY
axes individually and sharp corners with both positive and
negativeY direction motions. Consequently, this path can
also be used to set the axes’ gains during tuning. Figure 12
shows a comparison between the Heidenhain and STLBB
measurements for the first cornering motion (+X to +Y ) in
the path at a feed rate of 1778 mm min−1 and an acceleration
of 0.98 m s−2. Figure 13 displays the same contour section at
a feed rate of 1778 mm min−1 and 4.91 m s−2 acceleration.

Figure 11. An angle-path comparison (1778 mm min−1,
4.91 m s−2).

3.3. The sultan path

The sultan path combines simultaneousX–Y linear
interpolation with circular interpolation and single-axis
linear interpolation. This path integrates the angle and
step tests with circular interpolation and gives a good
overall picture of the machine’s contouring performance. A
small section of the measured path has been highlighted
in figures 14 and 15. This section corresponds to the
first transition from circular to linear interpolation in the
contour (i.e. the right-hand side of the path directly above
the counter-clockwise circular section). Figure 14 displays
the measurement comparison for 889 mm min−1 feed rate.
Figure 15 shows the contour section for 1778 mm min−1

feed rate.
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Figure 12. A step-path comparison (1778 mm min−1, 0.98 m s−2).

Figure 13. A step-path comparison (1778 mm min−1, 4.91 m s−2).

3.4. The square path

The square path provides linear interpolation in theX andY
coordinate directions as well as motions both in the positive
and in the negative directions. It also provides a closed-loop
path which can be used to evaluate possible reversal errors.
Therefore, the under/overshoot in cornering, as well asX and
Y reversal errors, may be seen with this path. The results for
a 1778 mm min−1, 4.91 m s−2 contour are shown in figure 16.
The displayed section is the upper right-hand corner of the
counter-clockwise square (i.e. the transition from +Y to−X
motion).

3.5. The triangle path

The triangle path is similar to the angle contour, but also
provides a closed-loop path and negativeX direction motion.
Figure 17 shows a comparison between the Heidenhain and
STLBB results for the lower right-hand portion of a path
executed at 1778 mm min−1 and 1.96 m s−2. This contour

Figure 14. A sultan-path comparison (889 mm min−1,
0.98 m s−2).

Figure 15. A sultan-path comparison (1778 mm min−1,
0.98 m s−2).

section represents theX motion reversal of the counter-
clockwise triangle.

3.6. The circle path

A counter-clockwise circular path was also measured using
the two measurement systems. Figure 18 displays the
measurement results for a velocity of 1778 mm min−1,
with the radial deviations of the measured path from the
commanded one amplified by a factor of five. Figure 18
shows that there is an elliptical distortion of the path with
the major axis of the ellipse rotated 45◦ counter-clockwise
from the positiveY axis. In this case, this elliptical distortion
of the circular path was caused by the previously mentioned
gain mismatch between theX andY axes.

The good agreement between the optical grid plate and
STLBB results for all feed rates and accelerations served to
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Figure 16. A square-path comparison (1778 mm min−1,
4.91 m s−2).

Figure 17. A triangle-path comparison (889 mm min−1,
0.98 m s−2).

verify the usefulness of the STLBB as a dynamic measuring
device. In order to fully verify the STLBB system, both
static and dynamic reproducibility tests were also completed.
Static positioning tests were performed and the results
compared with those obtained using a capacitance probe.
In these tests, a short single-axis translation (i.e. a motion
of 6.35 mm in the +Y direction followed by a return to the
starting position) was commanded and the start and end points
recorded using both the STLBB and a capacitance probe.
Sub-micrometre-level agreement between the two results was
established.

To test the dynamic reproducibility, several back-to-back
contours were measured both with the Heidenhain grid plate
and with the STLBB system. In both cases, it was seen
that consecutive measured paths fitted approximately within a
15µm error band. However, it was also seen that the start/end
points of the path were reproducible to sub-micrometre

Figure 18. A circular-path comparison (1778 mm min−1,
4.91 m s−2).

accuracy. It was only during the dynamic sections of the
contours that a relative difference was observed. Because
the grid plate is a non-contact measuring device and does
not affect the machine-tool dynamics, it was determined
that the machine-tool controller was responsible for this
path-dynamic non-reproducibility, rather than either of the
measurement systems.

4. Three-dimensional contour measurements

Four different paths, which combine both linear and circular
interpolation, were chosen to investigate the STLBB 3D
measurement performance. The first path, shown with an
STLBB measurement in figure 19, is corkscrew in nature. In
figure 19 (as well as figures 20–25), the commanded path
is represented by a broken line, while the actual contour
measurement is displayed as a full line. For the corkscrew
path, a counter-clockwise half circle was commanded in
theX–Y plane, then a small step in the−Z direction was
executed. Next, the half circle was completed and followed
by another step in the−Z direction, etc. The second CNC
program roughly simulated a hemispherical cutting path.
First, a small circle was executed in theX–Y plane. Next, a
step both in the−Z and in the−Y directions was commanded.
A larger circle with the same centre coordinates was next
executed from this new starting point. The completion of
this circle was followed by anotherY–Z linear step and so
on. This path and a corresponding STLBB measurement are
shown in figure 20. The final two paths were executed in a
plane oblique to each of the machine tool’s coordinate axes.
Both a square and a circular path were commanded in order
to investigate the effect of three simultaneous coordinate
motions on path errors. These oblique plane contours,
together with their respective STLBB measurements, are
shown in figures 21 and 22.

Comparisons between the STLBB measurements and
the commanded 3D paths are best made by viewing small
sections of the individual contours. In figure 23, the transition
from the first half circle to the first−Z motion in the
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Figure 19. The STLBB corkscrew 3C path and STLBB
measurement.

Figure 20. The STLBB hemisphere 3C path and STLBB
measurement.

corkscrew path is shown. The elliptical distortion of the half
circle in theX–Y plane is evident, as are the undershoots
both in theX and in theY directions for the start of the−Z
motion. The integral gain in the controller then begins to
correct the steady-state error in theX andY directions as the
Z motion progresses.

Figure 24 shows the start and end points for the smallest
circle in the hemispherical 3D path. It is immediately
apparent that the circular path does not close and also exhibits
the elliptical distortion due to the unequalX–Y controller
gains. AnX axis reversal error can also be seen as the
short Y direction straight-line motion during the circular
interpolation. It can also be recognized that the contouring
accuracy in the transition from circular to linear interpolation
is quite poor.

Figure 21. The STLBB oblique-square 3D path.

Figure 22. The STLBB oblique circular 3D path.

Figure 25 displays a comparison between two oblique
rectangular paths executed at different feed rates (889 and
1778 mm min−1). The section shown is the transition
from −X, +Z linear interpolation to +X, +Y , +Z linear
interpolation. Figure 25 shows that there are a steady-
state error in theX–Z plane and undershoot errors at the
interpolation direction transition. The individualX–Y , Y–Z
andX–Z planes of motion for the 3D path section shown
in figure 25 are given in figures 26–28. These plane
views emphasize both the existence of errors in each of the
coordinate directions for this path and the dramatic effect of
the feed rate on the magnitude of these contouring errors.

5. Conclusions

In this research the implementation of simultaneous
trilateration to measure three-dimensional CNC contours
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Figure 23. The STLBB corkscrew 3D path section.

Figure 24. The STLBB hemisphere 3C path section.

Figure 25. The STLBB oblique-rectangle 3D path section.

using the laser ball bar was completed. A prototype
simultaneous trilateration laser ball bar (STLBB) system
was designed, constructed and tested. The verification
testing of the STLBB system was composed of two main
parts. In the first set of tests, six two-dimensional
contours were measured both with the STLBB system and
with a Hiedenhain KGM 101 grid encoder. Both the
path velocity and the acceleration were varied in order
to study the corresponding effects. Good agreement
between the STLBB and Heidenhain results at all velocities
and accelerations provided authentication of the STLBB
measurement capabilities.

The second group of verification tests included
an evaluation of the static and dynamic measurement

Figure 26. The STLBB oblique-rectangleX–Y plane.

Figure 27. The STLBB oblique-rectangleY–Z plane.

reproducibilities of the STLBB system. The static
positioning reproducibility was tested by comparing the
STLBB measurement results for a short, single-axis
translation with capacitance-probe measurements of the
same path. Sub-micrometre agreement between the return
positioning errors recorded by the two methods was found.

The dynamic positioning reproducibility was evaluated
using the Heidenhain grid encoder. In these tests, several
back-to-back CNC paths were executed and the results
recorded using both the STLBB and the Heidenhain
measurement systems. For this particular machining centre,
it was found that the dynamic positioning non-reproducibility
of the machine tool was much larger than the measurement
systems’ resolutions. Using both systems, approximately a
15µm error band was needed in order to enclose successive
repetitions of an example NC path during dynamic motions,
although the starting and ending points of the path were
reproducible to sub-micrometre levels.
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Figure 28. The STLBB oblique-rectangleX–Z plane.

Once the validity and reproducibility of the STLBB
system as a dynamic measurement tool had been confirmed,
the next step was to perform the inaugural measurement
of three-dimensional CNC contours to micrometre-level
accuracy. Four contours were selected to highlight the
STLBB system’s 3D measurement capabilities: a corkscrew,
a hemisphere, an oblique-plane rectangle and an oblique-
plane circle. These paths combined linear and circular
interpolation in three simultaneous axes of motion. The
measurement results revealed a large dependence of the path-
contouring accuracy on the commanded feed rate, as well as
the overall poor contouring performance (i.e. the measured
path differed from the commanded one) for the three-axis
machine tool used in this study.

Although the STLBB system is not the only sensor
capable of three-dimensional, dynamic measurements (e.g.
laser tracking interferometers also have this capability and,
in general, have a larger work volume than that of the STLBB
system), the STLBB system’s accuracy level (of the order
of ±1 µm) and brief set-up time make it ideally suited to
the measurement of dynamic, CNC contours on industrial
machine tools.

Appendix A: transformation of laser ball bar
coordinates into machine coordinates

A method to transform coordinates from the LBB frame{B}
into a given machine frame{M} is outlined here [8]. The first
step is to define a reference axis in the machine frame. In this
approach, the reference axis is assumed to be theZM axis.
The LBB is used to sequentially sample a set of points (xi ,
yi , zi) at regular intervals along the positiveZM axis. These
coordinates are used to determine the best-fit line along this
axis. The direction cosines of the best-fit line provide the
components of the unit vectornz in the LBB coordinates
along theZM axis. Similarly, a set of points is sampled by

moving along theXM axis. Since the machine axes could
have orthogonality (or squareness) errors between them, the
direction cosines of the vectorVx derived from theXM motion
need not represent a unit vector orthogonal to theZM axis.
However, a unit vectorny which will lie in theYM direction
can be defined by

ny = nz × Vx
|nz × Vx | . (A1)

By evaluatingny × nz, the unit vectornx along the
XM axis is found. These unit vectorsnx , ny andnz form a
right-handed Cartesian coordinate system and represent the
coordinate system of the machine as seen in LBB coordinates.
The 3×3 rotation matrix for conversion between the ball-bar
frame and the machine-tool frame can be expressed as

RMB =
[
nx
ny
nz

]
. (A2)

The transformation between the two coordinate frames
can then be expressed by the 4× 4 matrix

TMB =
[

RMB D
0 0 0 1

]
D = [DxDyDz]

T = [000]T. (A3)

The final column,D, in the transformation matrix defines the
translation between the origins of the two coordinate frames.
However, theD vector is set to zero in this method since all
the machine errors are normalized with respect to the origin
of the machine frame{M}.
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