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1. Introduction

Advances in high-speed spindle designs, machine tool designs,
and cutting tool materials/coatings have enabled increased cutting
speeds and material removing rates in metal cutting. In some
instances, however, the dynamic flexibility of the tool-holder-
spindle-machine, THSM, assembly can limit the allowable depth of
cut due to chatter. Given the receptance, or frequency response
function, FRF, at the tool point, stability lobe diagrams, SLD, can be
used to select spindle speed-depth of cut combinations that
provide stable cutting conditions [1–3].

Many studies have been conducted to model the tool tip FRF
using receptance coupling techniques [e.g. 4–8]. While most of
these efforts have focused on non-rotating spindles, work has also
been completed for rotating cases [9]. In modern spindle designs,
the spindle bearing preload can be automatically decreased at
higher speeds to reduce heat generation and increase bearing life.
This, in turn, can modify the THSM assembly dynamics and,
therefore, the process stability. In these instances, the FRF of the
THSM obtained from the zero speed preload condition may not be
accurate for non-zero speed cases. Because spindle designs are
often proprietary and not available to the machine user, the study
of spindle dynamics at varying preloads generally requires a
combined experimental/analytical approach.

The effect of preload has been investigated by several
researchers [10–12]. Lin and Tu [10] demonstrated that increased
bearing preload results in higher natural frequencies for the
system. Cao and Altintas [11] also demonstrated this effect;

Use of higher preload at low spindle speeds and lower preloa
high spindle speed is recommended for increased service life of
bearings. Although the effect of preload on natural frequencies 

dynamic stiffness are demonstrated previously in the literat
the effect of preload on the spindle FRF, tool tip FRF, and stab
diagrams has not been widely studied.

In this work, the effect of variable preload on the spin
dynamics is first investigated (Section 2). The tool tip FRF fo
representative tool and tool holder assembly is then presented
different preload settings. The preload adjustment was achie
using the hydraulic system on a StarragHeckert ZT-1000 C
machining center which enables the preload value to be manu
adjusted via the CNC controller. Further, in order to increase
service life of the bearings, the preload pressure is automatic
adjusted depending on the spindle speed (see Section 3). Theref
the THSM assembly dynamics, which can be represented by mo
parameters (natural frequency, damping ratio and stiffne
become spindle speed dependent. In Section 4, a stability mo
that incorporates the spindle speed-dependent FRFs is describ
The SLD [13,14] for varying preload is presented in Section 5 

compared with experimental cuts.

2. Effect of preload

2.1. On spindle dynamics

To identify the spindle-machine dynamics under varia
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Many spindle designs offer automatic, speed-dependent preload adjustments to improve the bea

service life. This can result in spindle speed-dependent dynamic properties at the tool tip and erro

process stability predictions. In order to improve stability prediction accuracy for a representative 

and tool holder assembly, the tool tip frequency response functions are measured for different bea

preload values. Using stability models, stability limits are then predicted. Effects of bearing preload on

stability limits are demonstrated via simulations and cutting tests.
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additionally, they showed that higher spindle speed results in a
decrease in natural frequencies due to centrifugal forces. Jiang and
Mao [12] reported temperature rise and increased dynamic
stiffness with increased preload. They proposed a hydraulic
system that can automatically change the preload on the bearings.
 to
ure
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preload, a standard artifact (i.e. a standard tool holder wit
uniform cylindrical geometry beyond the flange) was inserte
the spindle for each preload setting. The preload settings w
changed manually via the CNC controller. The zero speed, di
displacement-to-force FRF at the artifact’s free end was measu
by impact testing, where an instrumented hammer was used
apply the force and a low mass accelerometer was used to meas
the response (see Fig. 1).
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n order to isolate the spindle-machine dynamics from the
act-spindle-machine measurements, the inverse receptance
ling procedure was implemented [7]. In this approach, each
e in the measurement bandwidth was individually fit using an
ytical fixed-free Euler–Bernoulli beam model [15]. Given the
meters for the displacement-to-force FRF model, the (unmea-
d) displacement-to-couple, rotation-to-force, and rotation-to-
le FRFs could be predicted. Once all four assembly FRFs were
n, the spindle-machine dynamics were determined by

ytically extracting a model of the portion of the artifact
nd the flange from the assembly response via inverse

ptance coupling. Measurements were performed for discrete
manded preload values from 46 bar to 21 bar. Fig. 2 shows the
dle-machine FRFs for the preload values of 46 bar (default zero
d preload), 33 bar, and 21 bar. As the preload decreases, it is
rved that the most flexible mode (initially at 1646 Hz) also
eases in frequency. (See Table 1, where the preload was also
sured using a WIKA pressure gauge on the spindle). The
rence between the measured and commanded preload values

 not identified, but is presumed to be due to the uncalibrated
sure gauge.

On tool tip FRF

he effect of preload on the tool tip FRF (in machine X direction)
 representative tool holder and tool is presented in Fig. 3 for
e different preload values (46, 35, and 20 bar), where 46 bar is
default preload at zero speed and 20 bar is the minimum

able preload. The preload value was again changed manually
he CNC controller. Machine X and Z directions correspond to
al directions of the tool and machine Y is in the tool axis
ction in the machine set-up used. The tool holder was a BILZ
mogrip T2000-100 shrink-fit holder with an HSK-A63 spindle

rface and the tool was a SANDVIK R216.32-20025-AP20A H10F

carbide tool with a 20 mm in diameter and two flutes. The helix
angle and stick-out length were 308 and 75 mm, respectively.

As seen in Fig. 3, the tool tip FRF at 46 bar and 35 bar are similar,
but there is considerable difference in tool tip FRF when the
preload is reduced to 20 bar. For the three preload values, the
modal data (natural frequency, vn, viscous damping ratio, z, and
stiffness, k) for the three dominant modes in the X and Z directions
were obtained; modal data for the X direction is provided in Table
2. In order to describe the change in the modal data in terms of the
preload, P (bar), for each mode, a second order polynomial was fit
for each term in Table 2. Polynomial fits for the first mode are
presented in Eq. (1):

vn1

z1

k1

2
4

3
5 ¼

�2:17 � 10�1P2 þ 2:00 � 101P þ 5:15 � 102

1:00 � 10-4P2 � 7:94 � 10-3P þ 2:05 � 10-1

�1:22 � 104P2 þ 1:05 � 106P � 2:38 � 106

2
4

3
5 (1)

The three corresponding mode shapes are presented in Fig. 4 for
the 46 bar preload. The mode shapes for the 35 bar preload were
similar to the 46 bar results. The first four points from the top are
on the tool holder and the rest are on the tool. Based on the mode
shapes, it is believed that the first mode is a spindle mode, while
the second and third modes are tool holder and tool modes,

Fig. 1. Standard artifact direct FRF measurement.

500 100 0 150 0 200 0 250 0 300 0 350 0 400 0 450 0
-4

-2

0

2

4
x 10

-8

R
e

a
l 

(m
/

N
)

x 10
-8

 

Table 1
Natural frequency shift with variable preload.

Commanded preload (bar) Measured preload (bar) Natural frequency (Hz)

46 45 1646

39 37 1636

33 30 1594

27 22 1551

21 17 1546

Fig. 3. Tool tip FRFs for three different preload values.

Table 2
Tool tip FRF modal data for three different preload values.
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. 2. Spindle-machine FRFs for three different preload values in Z direction.

X-direction Preload (bar) 46 35 20

Mode 1 vn (Hz) 973.9 947.8 827.4

z (%) 5.2 5.0 8.7

k (N/m) 2.00 � 107 1.94 � 107 1.37 � 107

Mode 2 vn (Hz) 2036.0 2005.9 1947.7

z (%) 2.5 2.5 2.0

k (N/m) 5.11 � 107 4.55 � 107 4.16 � 107

Mode 3 vn (Hz) 2738.5 2768.8 2771.1

z (%) 5.4 5.7 4.6

k (N/m) 6.16 � 107 5.77 � 107 7.03 � 107
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respectively. As the preload decreases, the natural frequency and
stiffness decrease in the first and second modes. Damping
increases in the first mode due to increased friction with decreased
preload. Conversely, the damping of the second mode decreases
and natural frequency of the third mode increases with decreased
preload. This demonstrates the complexity of the combined
system response.

3. Spindle speed and preload relation

On the tested spindle, preload is automatically adjusted
according to spindle speed to increase the service life of the
bearings. The preload pressure on the bearings is at its maximum
value, Pmax, when the spindle is at zero speed. Up to a critical
spindle speed, nc, the preload is equal to Pmax, afterwards it drops
linearly to the minimum preload value, Pmin, at the maximum
spindle speed, nmax. Fig. 5 illustrates the change of preload, P, with
the spindle speed, n, for the entire spindle speed range. For the
tested spindle Pmax, Pmin, nmax and nc are 46 bar, 20 bar, 24,000 rev/
min (rpm) and 11,267 rpm, respectively. The preload is auto-
matically varied between 11,267 rpm and 24,000 rpm. Using this
variation in preload with spindle speed, the modal parameters
(represented using polynomial fits based on the preload) may also
be written as functions of spindle speed.

4. Spindle speed-dependent stability model

In the previous two sections, it was shown that preload affects
the tool tip FRF and that preload is automatically adjusted
depending on the spindle speed. Subsequently, the tool tip FRF is
spindle speed-dependent for the tested spindle. Moreover, cutting
force coefficients can also be cutting speed, hence spindle speed-
dependent. In the milling stability model developed by Budak and
Altintas [14], an eigenvalue problem is solved at each frequency
within the chatter frequency range for the selected tool tip FRF.
Then, spindle speeds corresponding to the limiting chip width
(axial depth in milling) and chatter frequency pairs are determined
for each lobe number. However, this approach must be modified
for spindle speed-dependent tool tip FRFs and/or cutting force
coefficients [16,17]. The following procedure was employed here.
Since it is a search algorithm, a tolerance value for spindle speed
was set as ntol.

� Set the spindle speed range and spindle speed increment.
� For each spindle speed, ni:
� calculate the modal data and tool tip FRF
� scan the chatter frequency around the natural frequencie

the system (in order to increase the accuracy of the method,
chatter frequency increment should be small)
� calculate the stability limits and phase shift between 

current and previous vibration marks [14] for each cha
frequency
� eliminate negative stability limits and higher stability lim

for the same frequency.
� For each lobe, calculate the spindle speeds using the cha

frequency, phase shift, and lobe number [14]
� determine the spindle speeds that are equal to ni wit

tolerance of ntol

� select the spindle speed value and lobe number that result
the minimum stability limit.

� Plot the corresponding stability limits with respect to spin
speed.

5. Simulations and experiments

The workpiece material was AL6082-T6. For the specified 

and the workpiece combination, the cutting force coefficients w
identified at 5 different speeds in the 4000–23,000 rpm spin
range and for a feed range of 0.05–0.15 mm/tooth through 

mechanistic method [2]. The calculated tangential and ra
cutting force coefficients, Ktc and Krc, are tabulated in Tabl
Second order polynomials in terms of cutting speed were fit to
cutting force coefficients data to represent the speed depende
in the stability diagram predictions.

The example process is a down milling operation where ra
depth is 10 mm, feed per tooth is 0.1 mm/tooth and feed direc
is along machine X axis. Three different cases were simulated
show the effect of both varying preload and spindle sp
dependent cutting force coefficients.

Firstly, the constant preload and constant force coefficients (
CF) case is simulated using the standard stability milling mode
and presented in Fig. 6. As the default preload at zero speed wh
is 46 bar, the tool tip FRF at 46 bar preload is used in 

simulation. Moreover, the cutting force coefficients at 16,500 r
were used as constant cutting force coefficients.

Secondly, using the stability model in Section 4, the stab
limits for the variable preload and constant force coefficients (
CF) were calculated and they are presented in Fig. 6 (solid line). 

predicted absolute (minimum) stability limit decreases w
increased spindle speed in this case. This is expected becaus
was shown that preload decreases with higher spindle speed 

the tool tip stiffness (generally) decreases with decreased prelo
The predictions for the first case and second case are close to e
other at low spindle speeds, while the difference increase
higher spindle speeds. This is due to the linear decrease of prel
above 11,267 rpm (see Fig. 5).

In the third case, variation of cutting force coefficients w
cutting speed is also taken into account. Finally, the stability lim
for variable preload and variable force coefficients (VP-VF) 

plotted in Fig. 6 (dashed line). Compared to the second case, vary
force coefficients result in a slight decrease in the stability lim

In order to compare with the simulation results, experime
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ting

Fig. 5. Preload pressure vs. spindle speed.
cuts at 11,020, 14,800, 16,500, 21,500 and 23,000 rpm w
planned. Since the flute length was 20 mm, the maximum cut
Table 3
Calculated Ktc and Krc with respect to spindle speeds.

RPM V (m/min) Ktc (MPa) Krc (MPa)

4000 251.3 777.0 401.7

8000 502.7 645.0 213.0

11,020 692.4 521.8 117.0

16,500 1036.7 483.5 86.4

23,000 1445.1 533.0 66.6
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h in the tests was limited to 18 mm. Hence, cutting tests at
l depths in the range from 6 to 18 mm were performed for each
dle speed. The 25 tests were labelled as stable or unstable
tter) according to the resulting surface quality and these are
ted in Fig. 6. Example photographs of a stable surface
500 rpm, 18 mm) and a surface with chatter marks
500 rpm, 18 mm) are included in Fig. 6.
nalysing the Fig. 6, it is seen that assuming constant preload

 to predict the decrease in stability limits at higher spindle
ds. On the other hand, including the variable preload effect

rly improves the accuracy of stability limit predictions at
er spindle speeds. Addition of the variable force coefficients
tly improves the agreement at high spindle speeds but results

 increased error in prediction around 11,000 rpm region. This
 be due to errors induced with the fit used in the cutting force
ficients at this cutting speed zone. Alternatively, the error may
ue to the not modelled effects like thermal effects, centrifugal
es and gyroscopic effects which are discussed in more detail in
next session.

iscussion

ariable preload is not the only source of spindle dynamics
ation with spindle speed. At high rotational speeds, thermal
ts, gyroscopic effects and centrifugal forces may also need to

onsidered. Cao et al. [17] reported that hydraulically preloaded
ings can recover the thermally induced preloads. Furthermore,
perature rise effects are reduced by decreasing the preload
. In fact, the main reason for decreasing the preload on the
dle used in the study is to minimize the temperature rise so

 the service life of the bearings is increased. Therefore, it is
cipated that the thermal effects for this spindle are minimized.
n the literature, there are conflicting results about the effects of
rifugal forces and gyroscopic effects on the stability limits at

 spindle speeds. Movahhedy and Mosaddegh [18] demonstrated
 gyroscopic effects at high spindle speeds cause decrease in
ility limits. Chen and Hwang [19] reported that centrifugal
es at high spindle speeds result in bearing softening and,
efore, cause decreased stiffness. Conversely, without differ-
ating between gyroscopic effects and centrifugal forces, Gagnol
l. [20] showed that dynamic stiffness is increased at higher
dles resulting in higher stability limits. Schmitz et al. [16]
rimentally identified an increase in dynamic stiffness and

ility limits at high spindle speeds for a particular spindle system.

stability predictions reasonably agree with the experimental
results.

7. Conclusion

This paper presents the effect of bearing preload on the spindle
and tool tip FRFs. The relationship between preload and spindle
speed on the tested spindle is provided. Due to the automatic
variation in preload with the spindle speed by the hydraulic
preload adjustment system, the tool tip FRF is spindle speed
dependent. A stability model that incorporates the speed-
dependent FRFs and cutting force coefficients is presented.
Simulated stability diagrams are compared with experimental
cuts. The methodology presented in this paper can be applied to
increase the accuracy of the stability limit predictions on spindles
that apply a variable preload function.
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